IRWIN BRANCH RELIEF DRAIN

- Near Shore Site n24

Z scores of indicator measurements at site n24 relative to all near shore sites

(Actual values for each indicator are g

iven above each bar)

See Site Summary Data Key for color key, value units, abbreviations, and critical values.

Water Quality Readings E coli Densities
4.00 4.00
3.00 67 0.471 3.00 + 56.5
2004 o S o5 2.00
1.00 ' . ' 1.00 1 0
0.00 - 0.00
-2.00 200
-3.00 - . -~ ' Water Sediment
pH Turbidity ~ Dissolved ~Conductivity Annual Geomean Annual Average
Oxygen E. coli CFU/100 mL E coli CFU/100g
Aqueous Chemistry Low Level
Aqueous Mercury
25
4.00
54 79 3.00
3.00 -
096 0076 1.00
2.00 - 200 -
100 | 0.09 H I 0.000 0.022 H
0.00 T 1.00
-1.00 22
2.00 000 T p——
NO, TKN NH3 oP tP BOD TOC Al
-1.00
Sediment Chemistry
4.00
2,000
3.00 -
200 | 75.000
1-00 1 41 570 30000 47 041w 20 21 000 % 74 O 0 000 00
TKN NH, t+P TOC COD As Cd Cr Cu Po Hg N Zn O+G TPH PCB PNA




